
   Technical Notes 
   Appoheat Boiler Compound Black - 6011 
         
      C a t e g o r y – Top Coat  
 
 
      D e s c r i p t i o n     
 
        Single pack anticorrosive coating for hot wet metal. It has  
        excellent resistance to hot water and steam above 100°C in  
        continuous contact.   
       

 
 
      R e c o m m e n d e d    U s e 
 
     This product is recommended to use in boiler drums,  
       evaporators, steam turines etc.       
 
          

      T e c h n i c a l    D a t a 
             
       Color                                                                           Black 

        Finish                                                        Smooth and Satin      

        Volume solid                                                              44 + 3% 

        RECOMMENDED DFT                                                         35µ 

        Theoretical Coverage                                   12.57 sq. mt/ltr.       

        Flash Point                                                            Above 24◦C 

      Drying Time                             Touch Dry 6-8 Hr, Handle able                                 
                                                         overnight. For optimum       
                                             performance, treat with boiled 

                                                                         water for 8 hours. 

                                                                   

      S u r f a c e    P r e p a r a t i o n 
 
      The surface should be free from oil, grease and dirt.  
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  A p p l I c a t I o n    D e t a i l s  
                                                                                 
  THINNER                                                                           NA          

   VOLUME OF THINNER                                                        NA 
 
  A p p l i c a t i o n    M e t h o d 
 
 By brush 
 
  A d d i t i o n a l    I n f o r m a t i o n         

                                             
  For further information, please go through MSDS of the product.  
  
  N o t e s 

1.   Do not apply paint when temperature falls below 15◦C     
         or rises above 45◦C and when relative humidity is above   

                        85%, or during rain, fog or mist. 
2.   Brush and spray equipment should be cleaned with      
         recommended thinner. 
3.   DFT variation can be obtained by change in application    
         method/thinning ratio.  
4.   Self life indicated is minimum of this product in sealed   
         condition and it is subjected to re inspection thereafter. 
 

 
 H e a l t h    &    S a f e t y 
 
  This is a solvent-based paint and care should be taken to avoid  
  inhalation of spray mist or vapor as well as contact between the   
  wet paint and exposed skin or eyes.   
 
 
  P a c k i n g   S i z e    
 
  4 ltrs & 20 ltrs 
 
   
  L i m i t a t i o n    O f    L i a b i l i t y    
                                                                    
  To the best of our knowledge, the technical data in our literature are true  
   and accurate at the data of issuance but are subject to change without    
   prior notice. We guarantee our product to conform specification contained  
   herein. We make no other warranty or guarantee of any kind, express or  
   implied including merchantability and fitness of particular purpose. 
  

            
 
 
 
 
    


